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A b s t r a c t  
Time-domain induced polarization (TDIP) measurement is 
seriously affected by power line interference and other field noise. 
Moreover, existing TDIP instruments generally output only the apparent 
chargeability, without providing complete secondary field information. 
To increase the robustness of TDIP method against interference and 
obtain more detailed secondary field information, an improved data-
processing algorithm is proposed here. This method includes an efficient 
digital notch filter which can effectively eliminate all the main 
components of the power line interference. Hardware model of this filter 
was constructed and Vhsic Hardware Description Language code for it 
was generated using Digital Signal Processor Builder. In addition, a 
time-location method was proposed to extract secondary field 
information in case of unexpected data loss or failure of the synchronous 
technologies. Finally, the validity and accuracy of the method and the 
notch filter were verified by using the Cole-Cole model implemented by 
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SIMULINK software. Moreover, indoor and field tests confirmed the 
application effect of the algorithm in the fieldwork. 
Key words: power line interference, digital notch filter, decay curve, 
apparent chargeability, SIMULINK. 
1. INTRODUCTION 
The induced polarization (IP) method was discovered more than 100 years 
ago by Conrad Schlumberger in 1913. The first measurements made using 
the IP method can be traced to the 1950s (Marshall and Madden 1959). After 
60 years of development, two types of IP methods can now be used to collect 
data: spectral induced polarization (SIP) method and time-domain induced 
polarization (TDIP) method. TDIP measurement is characterized by low 
cost, high efficiency, and resistance to electromagnetic coupling. For these 
reasons, it has found wide use in mining exploration (Li et al. 2013), envi-
ronmental and geohydrological detection (Gazoty et al. 2012, Martinho et al. 
2006), and other geophysics detection applications. Hördt et al. (2007) esti-
mated hydraulic conductivity in unconsolidated sediments from IP method to 
deduce the permeability. Dahlin et al. (2002) worked on the comparison be-
tween measurements with non-polarizable electrodes and stainless steel elec-
trodes, and removed the spontaneous potential (SP) component from the 
record gained by the latter by subtracting the polarisation potential measured 
when no primary current and no IP signal were present. As a result, the ob-
servations cost of TDIP method could be cut down. 
However, the disturbance rejection capability of existing TDIP instru-
ments is insufficient. Use of TDIP is greatly limited by the effects of power 
line interference, various kinds of noises, and synchronous technology. Pow-
er line interference is a crucial source of noise in geophysical exploration 
with a fundamental frequency of 50 or 60 Hz (in China the fundamental fre-
quency is 50 Hz) and a multi-harmonic sinusoidal disturbance caused by an 
unknown memory less nonlinearity. To remove power line interference, al-
most all TDIP instruments made in China (Fan and Yang 1979, Feng and Fu 
1994, Wu and Dou 1996, Zhang 2009) are implemented using a hardware 
twin-T filter, which is not sufficient to reduce strong interference to a satis-
factory level, especially the harmonic components. Moreover, this filter has 
electronic circuit inertia which will lead to distortion of the measured wave 
(Deng and He 1998).  
Researchers provided different techniques to reduce this interference, in-
cluding adaptive methods (Dhillon and Chakrabarti 2001, Kohno et al. 1990, 
Wan et al. 2006), empirical mode-decomposition methods (Nimunkar and 
Tompkins 2007, Su and Chuang 2013), and wavelet transformation filters 
(Galiana-Merino et al. 2013, Sahambi et al. 1997). Most of the above-
S.-C. GE  et al. 
 
2266
mentioned methods were designed for electrocardiograph (ECG) signal pro-
cessing. Butler and Russell (1993) provided two methods to suppress the in-
terference in the seismoelectric record by subtracting a noise estimate, in 
which block subtraction used an interval with obvious power line interfer-
ence but negligible nonharmonic components as the subtrahend, and sinus-
oid subtraction used sinusoids with the parameters appropriated from the 
record as the subtrahend. The latter method was improved to be more appli-
cable by overcoming the limitations of window length (Butler and Russell 
2003), but there are still some limitations that the fundamental frequency 
must be very accurately known. Xia and Miller (2000) provided a hum filter 
by using damped least-squares Levinson–Marquardt inversion to approxi-
mate the amplitudes and phases of multiple harmonic components simulta-
neously. This technology was very effective for power line interference with 
stable amplitude and frequency, but the instability of the interference during 
the measurement for a specific trace would affect the effectiveness. It may 
not accurately be determined by power line noise in a pre-first arrival win-
dow if there are other sources of noise. Pankratov and Geraskin (2010) sup-
pressed the industrial noise using a Finite Impulse Response (FIR) filter for 
SIP measurement, the phase delay of which was negligibly small compared 
to the typical anomalous value of the phase difference. But the suppression 
of the harmonics was not described in their work. Warden et al. (2012) used 
the curvelets technology to distinguish the interfering frequency from the 
signals, and results showed that it was a perfect time-frequency local analy-
sis tool. But the premise was to select an appropriate mother wavelet. 
These methods gained well application effect in geophysical data pro-
cessing, especially for signal extraction and harmonic suppression in 
seismoelectric record. However, there are limitations on the execution of 
above-mentioned methods for their restrictions. And, their interference sup-
pression capabilities and amplitude-frequency properties are not appropriate 
for TDIP requirements. Because the observation of TDIP is constantly 
changing electric field, it is inaccessible to obtain appropriate subtraction for 
the primary field and secondary field or accurately estimate the parameters 
of power line interference. Besides, the complex arithmetic of these filtering 
methods may affect real-time performance, making a simple and efficient 
notch filter essential. A notch filter has a certain stop-band width which 
could cope with the frequency fluctuation, and stop-band attenuation could 
be very large. As for the undesirable effects of the notch filter, the signal 
used in TDIP method generally has low frequency, so the disadvantage is 
negligible. Thus, we designed a digital notch filter to restrain the power line 
interference for TDIP method. It offers the advantage of simplicity and ap-
plicability, and could be helpful to make effective use of the dynamic range 
of the recording system.  
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Another issue is that most of the previous TDIP measurements consid-
ered only polarizability and chargeability, and only some discrete data in 
small windows were collected, resulting in an incomplete description of the 
observed voltage decay. However, the IP decay curve contains much more 
information than chargeability (Tong et al. 2006). In addition, the shape of 
the IP decay curve contains spectral information of the IP phenomenon that 
can be extracted only by using the full decay in the inversion process 
(Fiandaca et al. 2012). Moreover, observation of entire time series is neces-
sary to resolve the Cole-Cole parameters accurately (Swift Jr. 1973, Hönig 
and Tezkan 2007). 
To address these deficiencies and shortcomings, an improved data-
processing algorithm with a digital notch filter is proposed here. The notch 
filter is a FIR filter, easy to be implemented in hardware. Comparison tests 
showed that the parameters calculated by using the raw data without filtering 
were easily distorted by ambient noise and synchronization exception, but 
the results yielded by using the notch filter were significantly better than that 
without filtering, and more accurate to the theoretical values than the results 
obtained by using other filtering method. In practical tests, the complete de-
cay curve and apparent chargeability were obtained in the situation of strong 
interference and synchronization failure by using the algorithm with this 
notch filter. A complete decay curve gives access to new applications of 
TDIP in environmental and hydrogeophysical investigations by extracting 
more detailed relaxation time spectrum and IP transients directly from TDIP 
(Tong et al. 2006, Fiandaca et al. 2012). This paper includes a detailed in-
troduction to the digital notch filter design and modeling, the secondary field 
time-orientation algorithm, and de-noising algorithms. Finally, the 
effectivity of the filter and data-processing method were tested by a series of 
tests. 
2. THEORY  OF  THE  TDIP  METHOD 
Usually, TDIP uses rectangular current pulses of opposite polarity as an ex-
citation source, in which pulses and pauses of the same duration are used 
with a 50% duty cycle (Fig. 1a). Immediately after the current is turned on, 
an induced potential, V2, is raised across the potential electrodes. After a 
charge-up effect, the primary voltage, V1, is measured just before the cur-
rent is turned off to compute the direct current (DC) resistivity. When the 
current is turned off, the voltage drops to a secondary level and then decays 
with time during the relaxation period (Fig. 1b). 
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Fig. 1. The schematic of TDIP method: (a) excitation source for TDIP; (b) voltage 
curve for TDIP. The black and red line in panel (a), respectively, represents power-
on and power-off period. The curves of the same colors in panel (b) are 
corresponding to primary field and secondary field. Some key time nodes are 
marked in (b). 
The TDIP method measures the voltage decay induced by turning off the 
exciting current pulse and uses the characteristics of the decay to study the 
induced polarization, also known as time-domain chargeability. Seigel 
(1959) defined chargeability Ma as: 
 Ma = Vs/Vp (1) 
where Vs is the secondary field voltage immediately after  the current is shut 
off and Vp is the effective primary voltage. In China, the apparent charge-















where  t = 0  is the time node when the excitation current is turned off; offit  
is a lapse time with respect to  t = 0, typically close to 0.5 s; and off2 ( )iV t  is 
the voltage of the secondary field at this time; 1( )V T t     is the total field 
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voltage, where T is the charging time, and t is a very short time before the 
excitation current is turned off so that the total field voltage is close to satu-
ration voltage. 
The precision of  s is defined by off2 ( )iV t . However, the secondary 
voltage is difficult to measure accurately in the field, and as a result, modern 
IP instruments no longer measure the instantaneous value of off2 ( )iV t , but 
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where, t1 and t2 are lapse times with respect to  t = 0  (as shown in Fig. 1b). 
According to the Newmont standard,  t1 = 0.45 s  and  t2 = 1.1 s  (Swift Jr. 
1973).  
3. DATA-PROCESSING  ALGORITHM 
Pankratov and Geraskin (2010) put forward some reference processing algo-
rithms for IP data processing including detrend and distortion suppression. 
However, their methods were designed for SIP method, and mainly focused 
on frequency-domain characteristics. To suppress the interference and obtain 
more complete IP information in time-domain, a data-processing algorithm 
is proposed in this paper (Fig. 2). Using a digital notch filter, segmentation, 
and overlapping averaging, a TDIP decay curve and apparent chargeability 
can be obtained. As part of this process, several key issues must be ad-
dressed: an efficient digital notch filter, exact secondary-field time-range de-
termination, random noise suppression, SP removal technology, IP decay-
curve extraction, and the apparent chargeability calculation. 
3.1 Digital notch filter 
According to the characteristic of the power line interference that its energy 
is concentrated mainly on the fundamental frequency and the odd harmonics, 
the zero location of the new notch filter should be as in Fig. 3, where 
0 = 2f0/fs, and f0 is the fundamental frequency and fs is the sampling rate. 
For TDIP measurement, fs was commonly 120 Hz. But with the increase of 
the system’s throughput, fs is raised to 2400 Hz. 
The approach used here to design this notch filter is first to design a 
comb filter and then to implement a notch filter by taking an all-pass filter 
and  subtracting  the comb  filter.  The all-pass filter,  which  is  intended  for 














Apparent chargeability  
Fig. 2. TDIP measurement algorithm flowchart. 
 
Fig. 3. Zero locations of the notch filter. The blue cycles represent the angular fre-
quency of the odd harmonics. The red line represents the angular frequency 0 of 
the fundamental and the brown line represents 30 of the third harmonic, and so on. 
signal delay purposes, is used to cancel the phase delay caused by the comb 
filter. 
The comb filter is designed based on a narrow-band band-pass filter pro-
posed by Hu (2003). The amplitude-frequency characteristic of this band-
pass filter can be expressed as: 
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where  0 = 2f0/fs, j is a square root of -1, and z is the delay unit which is 
equal to ej; and M is the order of the comb filter, in other words, the number 
of the comb filter poles. 
From Eq. 4, the filter permits only frequencies close to the fundamental 
frequency to pass. Therefore, the comb filter is designed by setting poles at 
odd harmonic frequencies,  fodd = (2i – 1)0,  i = 1, 2, …, n/2,  and  n = fs/f0) 
(Fig. 3). Hence, the comb filter amplitude-frequency characteristic is: 
  
     0 0
/2
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 (5) 
Because only the odd harmonics are considered, the scope of i is from 1 
to n/4. There is no odd harmonic interference except the fundamental fre-
quency in the Nyquist band when  n < 4.  In that case, general band-stop fil-
ter could be used to deal with the interference. Winder (2002) described the 
design method of the band-stop filter in detail, so we will not cover it again.  
The comb filter is designed based on pole zero cancellation method, so 
the fundamental pole 0 is also the zero point of the filter. Thus, we substi-
tute  
0 02 / sf f	    into  
0- jMz e 	 . And next substituting z into the numera-
tor of Eq. 5 gives: 
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According to the nature of the trigonometric function, the extreme value 
of Eq. 7 is (2d + 1). So Eq. 5 is normalized to: 


































The corresponding all-pass filter can be expressed as: 







 . (9) 
Finally, the required notch filter is calculated by subtracting the comb fil-







































To achieve better amplitude-frequency characteristics and reduce ripple, 
a multi-level filter (k-order) is used, and therefore Eq. 10 becomes:  
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As a result, we developed a multi-frequency notch-filter with FIR struc-
ture which could suppress all of the odd harmonics and the fundamental fre-
quency. An example is shown in Fig. 4, with  fs = 1000 Hz  and  f0 = 50 Hz. 
This notch-filter’s amplitude-frequency characteristic is determined by d and 
k (Fig. 5). 
As shown in Figs. 4 and 5, d permits main control of the stop-band char-
acteristics including the attenuation amplitude and the bandwidth, the bigger 
the d the smaller the attenuation and the narrower the stop-band width, and k 
mainly determines the ripple of the passband, the bigger the k the smaller the 
ripple. Specifically, the relation of the above-mentioned indexes with k ver-
sus d is shown in Fig. 6. 




Fig. 4. Frequency response of the notch filter with fixed k. Panel (a) is zoomed im-
age of the section within the dotted box and it shows the bandwidth of the stop-band 
at -3 dB. 
 
Fig. 5. Frequency response of the notch filter with fixed d. Panel (a) is zoomed im-
age of the section within the dotted box and it shows the ripple strength of the 
passband. 
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Fig. 6. Impact of the key parameters on the indexes of the notch filter. Panels (a) and 
(b): impact of d on the indexes of the notch filter with fixed k; (a) the bandwidth at -
3 dB; (b) the attenuation amplitude at the fundamental frequency; (c) impact of k on 
the ripple of the notch filter with fixed d. 
The choice of d should take into account of the interference suppression 
and undesirable effects of the notch filter. And k is not the bigger the better, 
because the length of the filter will increase exponentially with k and d, es-
pecially k, which leads to a rapid increase of hardware resource consump-
tion. After all these comprehensive consideration, d and k were suggested as 
4 and 2 for the notch filter used in TDIP. This notch filter has no low-
frequency decay and phase delay, and all odd harmonics can be filtered with 
stop-band attenuation ! 80 dB. In addition, a certain stop-band width can 
deal with small fluctuations in the power line interference. This is a FIR fil-
ter with the advantages of stability and linear phase. The filter was imple-
mented in both C++ code and MATLAB code so that it could be used in 
various situations. Furthermore, a hardware model of the filter was con-
structed in Digital Signal Processor (DSP) Builder (Fig. 7). DSP Builder is a 
product for performing Model-Based Design targeting Altera Field Pro-
grammable Gate Array (FPGA). By using Altera DSP Builder, algorithm  
 





Fig. 7. Hardware model of the notch filter.  fs = 2400 Hz  and  f0 = 50 Hz. The input 
data and output data are adjustable, and we set them to 24 bit here. Panel (a) is the 
internal structure of the subsystem. 
and system designers can shorten DSP design cycles by creating the hard-
ware representation of a DSP design in an algorithm-friendly development 
environment as well as share a common development platform. We utilized 
the DSP builder to implement a sample project for the filter and then ex-
ported it to the FPGA and compiled in Vhsic Hardware Description Lan-
guage (VHDL) to obtain an intellectual property core (IP core) which could 
be integrated into the host. Beyond TDIP data processing, this notch filter 
can also be applied to other electromagnetic prospecting problems. 
3.2  Noise reduction and SP removal 
In addition to the power line interference, random noise and SP can also se-
verely interfere with TDIP measurement. Because in this method TDIP data 
are collected for several successive cycles, it is possible to improve the sig-
nal to noise ratio (SNR) using segmentation and digital averaging.  
Before segmentation, the time range of each power cycle should be de-
termined. In most cases, synchronous technologies can provide an accurate 
temporal location (Deng et al. 2006), but they will not work properly under 
adverse circumstances. To overcome this limitation, an evaluation method 
for time location was proposed, called the “shifting average difference meth-
od (SAD)”, as described below. 
The first step is to determine the shift number Norder. This parameter is 
determined by the nature of the notch filter used in the process, and the filter 
program in Section 3.1 will automatically produce it. Hence, a norder-point 
S.-C. GE  et al. 
 
2276
moving-average filter (norder = Norder – 1) is first used to filter sequence x 
starting at the first data point to obtain x1, where x is the previous segment 
(length is T fs, where T is the charging time) of the data processed by the 
notch filter. Second, the first-order difference of x1, denoted by dx1, is calcu-
lated. The next step is to find the location of the maximum absolute value of 
dx1, denoted by t1. Then one-step left shift is performed for x each time, and 
the above three steps are repeated. After norder iterations, the corresponding 
t2, t3, …, tNorder  are calculated. And then the first-order difference of the se-
quence {t1, t2, t3, …tNorder} is calculated, denoted by dt. The location where dt 
begins to be convergent is denoted by c, and tc is the jump edge. Based on 
comprehensive consideration of certain constraint conditions, including the 
jump-edge directionality of different power cycles and the periodicity of the 
secondary field, the initial time of the first secondary field, denoted by tsf1, 
can be obtained. Finally, using tsf1, fs, and the period for each power cycle, 
the time information of the primary and secondary fields can be obtained. An 
algorithm flowchart of this method is shown in Fig. 8. To implement this 
procedure, it was coded in C++ and in MATLAB, respectively, generating 
two different but equivalent codes to suit different applications. 
On this basis, the filtered data are segmented by positive or negative 
power cycle according to the time information calculated earlier, and then 
the positive segments are overlaid and averaged, as well as the negative 
segments. During this process, the useful signal is stacked in the same phase, 
but the interference components are stacked in different phases, further in-
creasing SNR. This method yields two charge-discharge curves with oppo- 











Fig. 8. Flowchart of time location. tsf1 is 
the initial time of the first secondary field. 
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and automatic compensation. This method will impact the amount of useful 
information in the presence of residual V2. Using the DC feature of SP, the 
charge-discharge curves of the positive and negative power cycles are aver-
aged to remove SP from the secondary field. Finally, the secondary field de-
cay curve can be obtained. In this way, random noise is decreased, and SP is 
also removed.  
3.3  Decay curve and apparent chargeability 
The approach described above yields a voltage decay curve for a complete 
power cycle. To improve the reliability of the results, the test values of re-
peated measurements can be averaged. Thus, a complete TDIP decay curve 
is obtained, composed of a complete primary field V1 curve and secondary 
field V2 curve. 
In addition, the apparent chargeability  s at different delay times can also 
be obtained. To do this, the average values of V2 in a time box (adjustable) 
can be calculated as a delay of the increase in the decay curve and then di-
vided by the average value of the second half of V1 curve. In this way, the 
apparent chargeability at different points in time can be obtained. 
4. RESULTS 
4.1  Simulation test  
The method described above was verified using the Cole-Cole model im-
plemented in Simulation and Link (SIMULINK). SIMULINK, developed by 
MathWorks, is a graphical programming environment and widely used in 
automatic control and digital signal processing for multi-domain simulation 
and Model-Based Design. Models are represented graphically in SIMULINK 
as block diagrams. One of the primary advantages of employing SIMULINK 
for the analysis of dynamic systems is that it allows us to quickly analyze the 
response of complicated systems that may be prohibitively difficult to ana-
lyze analytically.  
In general, the mathematical equations representing a given system that 
serve as the basis for a SIMULINK model can be derived from physical 
laws. In this section, we derived a mathematical model for TDIP measure-
ment and then implemented that model in SIMULINK, as shown in Fig. 9. 
The supply current consisted of three parts:  I = I0 + In + Isp, where I0 was a 
forward and reverse pulse, 2 A with 1:1 duty cycle, with each power supply 
lasting 2 s; In was a fixed amount of random noise and power line interfer-
ence with a fundamental frequency of 50 Hz, and Isp was DC (equivalent of 
SP). The sampling rate was 2400 Hz, and the total sampling time was 48 s. 
The first step was to use I as an input stimulus current and the raw voltage 
data were acquired (shown in Fig. 10a). Obviously, the useful signal was  
 




Fig. 9. SIMULINK model for TDIP measurement. The sample data was the potential 
difference between points A and B. The TDIP result was a reflection of the IP effect 
of the model in the red box, where R1 = 10 ", R2 = 40 ", R3 = 80 ", and 
C1 = C2 = 5E-3 F.  
 
Fig. 10. Time-domain waves. Parameter k for the three notch filters was fixed as 2, 
and b was variable for filter performance analysis.  
completely submerged by the powerful power line interference, and there-
fore the top priority was to remove this interference. The raw data were first 
filtered using two methods: (i) method 1: sinusoid subtraction (other filtering 
methods were not discussed due to their algorithmic complexity or precondi-
tion), as shown in Fig. 10b; and (ii) method 2: the notch filter described in 
Section 3.1 with  k = 2  and  d = 1, 4, 8, as shown in Fig. 10c-e. 




Fig. 11. Detail description of the time-domain data: panels (b) through (e) show the 
same curves as Fig. 10b-e. 
 
Fig. 12. Frequency-domain waves. The PSD were calculated by Fast Fourier 
Transform (FFT) algorithm, with length of 115 200 and hanning window. 
As shown in Fig. 10, with the increase of b, the nonstationary process 
was extended and the filtering effect reduced. But too small d would lead to 
boundary confusion within the primary field and the secondary field, as 
shown in Fig. 11. So, k = 2  and d = 4  were selected as the optimal 
paremeters for the notch filter. As for sinusoid subtraction, this approach has 
the virtue of early stability and no phase delay. But its interference suppres-
sion ability appeared to be weaker than the notch filter and it could not cope 
with the frequency fluctuation of the interference, as shown by the Power 
Spectral Density (PSD) curves in Fig. 12. 
By analyzing the frequency spectra of the time-domain data (Fig. 12), it 
becomes clear that the notch filter has successfully removed the power line 
interference while preserving the remaining spectral content of the excitation 
signal. The next step was to extract the time information of each power cycle 
using the SAD method.  Next,  the random noise  and SP mixed  into  the fil- 




Fig. 13. Simulation results: (a): TDIP voltage decay curves; (b) comparison of the 
apparent chargeability gained by different methods. The pink line in panel (a) is the 
theoretical decay curve of this model which is collected by using I0 as the excitation 
signal. The apparent chargeability curves in different colors in panel (b) are corre-
sponding to the decay curves of the same color in (a). 
tered data x were processed. Finally, after low-pass filtering and calculation, 
the model’s charge-discharge curve was obtained (Fig. 13a) as well as the 
apparent chargeability  s (Fig. 13b).  
The simulation results show that the secondary field information calcu-
lated by using the selected notch filter is closer to the theoretical values, 
which proves the accuracy and effectiveness of the filter and the proposed 
method. 
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To simulate adverse circumstances under which the synchronous tech-
nologies cannot work well or data loss may occur (Deng et al. 2008), a ran-
dom piece of data was removed from the actual data set at the beginning of 
the complete time series. In this case, the SAD method could determine the 
time range of the secondary field exactly. Therefore, the effective decay 
curve and the apparent chargeability could still be obtained. 
4.2  Indoor test 
Indoor test was carried out on the campus lawn at China University of Geo-
science (Beijing). The charging and discharging time was both 2 s and power 
cycle was 8 s, with the emission current 5 A and fs of 2400 Hz. The tests 
lasted about 30 min and three-channel data (with the electrodes parallel with 
each other) for 40 power cycles were collected. A segment of the raw data 
was shown in Fig. 14. 
During this experiment, there was a lag time about 0.09 s between the 
receiver and the transmitter due to some hardware malfunction, as shown in 
Fig. 14 marked by terror. Traditional method and the new method were used 
in data processing, and the decay curve and chargeability were shown in 
Figs. 15 and 16.  
The delay time brought a mismatch between the results calculated by 
two different methods. The starting time of the secondary field in the tradi-
tional method was earlier than the actual value (2 s). But the new algorithm 
got the correct time information for the decay curve. 
The results of the three channels were about the same, so the curves with 
same symbols but different colors were overlapped on each other. But there 
were large differences between the results obtained by the two methods.  
 
 
Fig. 14. Raw data of the lawn test. Colors: red, blue, and black represent the data 
collected by channel 1, channel 2, and channel 3 (Ex1, Ex2, and Ex3).  




Fig. 15. Decay curve of the lawn test. The solid curves were calculated by the new 
method, and the dotted curves were analogue results of the traditional method for 
comparison. The traditional method could not output complete decay curve, because 
that it just collected partial data of the secondary field. Colors: red, blue, and black 
represent the results obtained by the data collected by channel 1, channel 2, and 
channel 3.  
 
Fig. 16. Apparent chargeability of the indoor test. The curves of red, blue, and black 
represent the results obtained by the data collected by channel 1, channel 2, and 
channel 3. Symbols: results obtained by using traditional method (o) and the data-
processing algorithm proposed in this paper (*), respectively. 
4.3  Field test 
Field tests were conducted in Xilin Gol Grassland, Inner Mongolia, which is 
a sparsely populated region. Results were shown in Fig. 17.  
The spikes in Fig. 17 were caused by over-charging. They have seriously 
affected the observations, so we removed these abnormal data by using 
curve fitting, similar to the approach taken in Pankratov and Geraskin  
 




Fig. 17. Raw data of the field test. The curves of red, blue, and black represent the 
results obtained by the data collected by channel 1, channel 2, and channel 3 (Ex1, 
Ex2, and Ex3, with the electrodes parallel with each other).  
 
Fig. 18. Decay curve of the field test. The solid curves were calculated by the new 
method and the dotted curves were analogue results of the traditional method respec-
tively. Ex1, Ex2, and Ex3 represented the results obtained by the data collected by 
channel 1, channel 2, and channel 3.  
(2010). But fitting criterions were different. In our algorithm, the primary 
field and the secondary field were processed by cubic spline interpolation 
and tendency fitting separately, and fitting lengths were twice of the over-
charging. At the same time, the self-potential was rather strong, but the power 




Fig. 19. Apparent chargeability of the field test. Symbols: results obtained by using 
traditional method (o) and the data-processing algorithm proposed in this paper (*), 
respectively. 
line interference was negligible. So the filtering step was overleaped in the 
following data processing. Traditional method and the new method without 
notch filter were used. The curve fitting was also used for both of them to 
improve the readability of the results. The decay curve and apparent charge-
ability were shown in Figs. 18 and 19. 
5. DISCUSSION 
For the simulation test, by analyzing the time domain and frequency domain 
wave of the raw data and the filtered data, both of the two methods have 
successfully removed the power line interference. By comparison, sinusoid 
subtraction has preserved the remaining spectral content of the signal, in-
cluding the frequencies close to the power line interference; moreover, it has 
the advantages of early stability and no phase delay. But the interference at-
tenuation is obviously lower than that brought by the notch filter. Indeed, the 
attenuation distortion at frequencies in the vicinity of the notch did not affect 
the TDIP result directly, but insufficient interference suppression did. As a 
result, both the decay curve and the apparent chargeability obtained by using 
the digital notch filter were closer to the theoretical values of the model than 
by using sinusoid subtraction. Hence, the results obtained by the non-filtered 
data were seriously distorted. 
In the lawn experiment, conventional method based on time control was 
fail to obtain good results in the case of a synchronization failure and the en-
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vironment interference, but the new algorithm described in Section 3 worked 
well and valid IP parameters were obtained.  
As for the field test, the difference of the raw data collected by the three 
channel were disturbed by the SP and the inconsistency of channels. In addi-
tion, the time-domain data were filled with spikes induced by over-charging. 
Nevertheless, effective decay curves and apparent chargeability were ob-
tained by the new algorithm, with the results of different channels almost 
consistent with each other. In contrast, there were obvious differences 
among the IP results of different channels calculated by the traditional meth-
od, and the result of channel 1 which had the minimum self-noise was clos-
est to the new algorithm’s results. 
6. CONCLUSIONS 
To address various problems existing in TDIP measurement, including 
power line interference, incomplete decay curves, and synchronous technol-
ogy limitations, an improved algorithm has been proposed here to increase 
the interference rejection capability and obtain more complete information 
on the secondary field. The first step was to design an effective digital notch 
filter for power line interference which is available for multiple data-
processing fields and to code it in C++ and MATLAB separately. In addi-
tion, a hardware model of this filter was constructed with  fs = 2400 Hz  and 
f0 = 50 Hz  in DSP Builder, and an IP core was obtained. Next, segmenta-
tion, overlapping, and averaging methods were used to suppress the random 
noise and remove SP. As part of this process, the “shifting average differ-
ence method” was proposed to determine the time range of the secondary 
field. By this method, it was possible to determine exactly the jump edge of 
the secondary field in the case of incomplete synchronization of the receiver 
and the transmitter. Finally, a series of tests verified that this method can ob-
tain approximately complete secondary field information and apparent 
chargeability at different decay times in a powerful noise environment. The 
notch filter can greatly improve the SNR and is suitable for TDIP measure-
ment. The agreement of the calculated and theoretical results proved the ef-
fectiveness and accuracy of the notch filter and the algorithm. Indoor and 
field tests indicated that the new algorithm described in Section 3 could im-
prove the anti-interference ability of TDIP method significantly, and it was 
also help to overcome the restriction of the adverse field conditions and the 
effect of the instruments’ inherent differences. By using this algorithm, we 
can get a complete decay curve as well as general TDIP parameters from the 
raw data which was seriously polluted by various interferences. 
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